




1700 offers a variety of surgical positions with a wide selection of accessories. An unique manually operated 
 hydraulicposition selector facilitates table top adjustments. First select the desired adjustment: height, back 
 section, tilting or trendelenburg in the selector unit and after that just pump the hydraulic pedal to achieve 
the position.

Adjustments
• height 730–1040 mm hydraulically with foot pedal
• Trendelenburg/anti-Trendelenburg –25°…+25° 
 1650: manually, gas spring assisted
 1700: hydraulically with foot pedal
• back section
 1650: –15°…+90° manually, gas spring assisted
 1700:  -15°..+70° hydraulically with foot pedal
• side tilt ±15° 
 1650: manually, gas spring assisted
 1700: hydraulically with foot pedal
• leg section –90°…+0° manually, gas spring assisted,   

detachable
• head rest manually, gas spring assisted, detachable
 –45°…+25° 
• warranty 3 years
• complies with standards: IEC 601-2-46,

SFS-EN 60601-1, 93/42/EEC, product class I

Technical speci� cations for 1650 and 1700
• table top 4- or 5-sectional
• base and column casings of stainless steel and  

aluminium
• top plate of X-ray translucent high pressure laminate
• X-ray cassette rails along the full length of the surgical 

surface
• Max. safe working load 135 kg
• Max. lifting capacity 250 kg
• an unique hydraulic position selector assists table  top 

adjustments 

Dimensions
• mattress base length 1950 mm
• mattress width 500 mm
• overall width 620 mm
• weight 
 1650: 135 kg
 1700: 145 kg
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Merivaara Corp.
Puustellintie 2, FI-15150 LAHTI, FINLAND
Tel. +358 3 3394 611, fax +358 3 3394 6144
merivaara@merivaara.fi
www.merivaara.com


